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Latitude Longitude

40°25.05′ N 73°41.32′ W
40°19.20′ N 73°11.50′ W
40°19.33′ N 73°04.97′ W

[CGD 84–004, 52 FR 33589, Sept. 4, 1987]

§ 167.154 Off New York: South-eastern
approach.

(a) A separation zone is established
bounded by a line connecting the fol-
lowing geographical positions:
Latitude Longitude
40°03.10′ N 73°17.93′ W
40°06.50′ N 73°22.73′ W
40°22.45′ N 73°43.55′ W
40°23.20′ N 73°42.70′ W
40°08.72′ N 73°20.10′ W
40°05.32′ N 73°15.28′ W

(b) A traffic lane for north-westbound
traffic is established between the sepa-
ration zone and a line connecting the
following geographical positions:

Latitude Longitude

40°08.98′ N 73°10.87′ W
40°12.42′ N 73°15.67′ W
40°24.02′ N 73°41.97′ W

(c) A traffic lane for south-eastbound
traffic is established between the sepa-
ration zone and a line connecting the
following geographical positions:

Latitude Longitude

40°21.82′ N 73°44.55′ W
40°02.80′ N 73°27.15′ W
39°59.43′ N 73°22.35′ W

[CGD 84–004, 52 FR 33589, Sept. 4, 1987, as
amended by CGD 97–023, 62 FR 33365, June 19,
1997]

§ 167.155 Off New York: Southern ap-
proach.

(a) A separation zone is established
bounded by a line connecting the fol-
lowing geographical positions:

Latitude Longitude

39°45.70′ N 73°48.00′ W
40°20.63′ N 73°48.33′ W
40°20.87′ N 73°47.07′ W
39°45.70′ N 73°44.00′ W

(b) A traffic lane for northbound traf-
fic is established between the separa-
tion zone and a line connecting the fol-
lowing geographical positions:

Latitude Longitude

39°45.70′ N 73°37.70′ W
40°21.25′ N 73°45.85′ W

(c) A traffic lane for southbound traf-
fic is established between the separa-
tion zone and a line connecting the fol-
lowing geographical positions:

Latitude Longitude

40°20.53′ N 73°49.65′ W
39°45.70′ N 73°54.40′ W

NOTE: Use of LORAN C enables masters of
appropriately equipped vessels to be in-
formed highly accurately and continuously
about the vessel’s position in the area cov-
ered by this scheme.

[CGD 84–004, 52 FR 33589, Sept. 4, 1987]

§ 167.200 In the approaches to Chesa-
peake Bay Traffic Separation
Scheme: General.

(a) The traffic separation scheme in
the approaches to Chesapeake Bay con-
sists of three parts: a Precautionary
Area, an Eastern Approach, and a
Southern Approach. The Southern Ap-
proach consists of inbound and out-
bound lanes for vessels drawing 13.5
meters (45 feet) of fresh water or less,
separated by a deep-water (DW) route
for inbound and outbound vessels with
drafts exceeding 13.5 meters (45 feet) in
fresh water and for naval aircraft car-
riers. Each part is defined geographi-
cally, using North American Datum
1983 (NAD 83), in §§ 167.201, 167.202,
167.203.

(b) All vessels approaching the Traf-
fic Separation Scheme in the Ap-
proaches to Chesapeake Bay should use
the appropriate inbound or outbound
traffic lane.

[CGD 90–039, 59 FR 21937, Apr. 28, 1994]

§ 167.201 In the approaches to Chesa-
peake Bay: Precautionary area.

A precautionary area is established
bounded by a circle with a two-mile ra-
dius, centered on the following geo-
graphic position:
Latitude Longitude
36°56.14′ N 75°57.43′ W

[CGD 90–039, 59 FR 21937, Apr. 28, 1994]

VerDate 18<JUN>99 15:08 Aug 24, 1999 Jkt 183124 PO 00000 Frm 00703 Fmt 8010 Sfmt 8010 Y:\SGML\183124T.XXX pfrm02 PsN: 183124T


